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ASIA PACIFIC ELITE CORP. 
NO.7, Jingke N. Rd., Nantung District, Taichung City 40852, Taiwan.
TEL : 886-4-2563 1959       FAX : 886-4-2563 1985
www.apeccnc.com   E-mail : sales@apeccnc.com

Double Column Machining Center
︱Applied for high hardness materials ︱Extreme rigidity machine bed structure
︱Spindle with Max. 1,500 Nm ︱Mult iple choices of attachments heads
︱Special needs for customized design

Cross beam with wider linear guideway span
Larger box way suppor ting sur face.

APEC-FULL RANGES OF MACHINING CENTER

G series GM series GF seriesX= 1.6~5.0m    Y= 2.0~2.5m    Feedrate=60m/min X= 4.0~6.0m    Y= 2.2~3.2m    Feedrate=50m/min X= 6.0~30.0m    Y= 3.5~5.0m    Feedrate=40m/min

MTseries

MTseries



MODEL UNIT MT1622 MT1632 MT1642 MT2122 MT2132 MT2142 MT2152 MT2332 MT2342 MT2352 MT2842 MT2852 MT2862 MT33/52 MT33/62 MT33/72

T A B L E

Table Size mm 2000x1400 3000x1400 4000x1400 2000x1800 3000x1800 4000x1800 5000x1800 3000x2000 4000x2000 5000x2000 4000x2500 5000x2500 6000x2500 5000x3000 6000x3000 7000x3000

T-Slots mm 22 23 28

Maximun load ton 6 9 10 8 10 12 15 12 14 16 17.5 20 22.5 25.5 28.5 31.5

T R A V E L

X-Axis mm 2200 3200 4200 2200 3200 4200 5200 3200 4200 5200 4200 5200 6200 5200 6200 7200

Y-Axis mm 1600 2100
2200 

(2600 for 5 face machining)
2700

(3400 for 5 face machining)
3200

(3900 for 5 face machining)

Z-Axis mm 800 1000

S P I N D L E

Motor kW 15/18.5 22/26

Speed rpm 6000

Taper 　 #50

D I S T A N C E S

Between two columns mm 1600 2100 2300 2800 3300

From spindle nose to table mm 200-1000 200-1200 200-1200

F E E D R A T E

XYZ rapid traverse m/min 12/12/10 12/12/12

Resolution
mm/
min

0.001

Cutting feedrate
mm/
min

10-6,000

A T C

Tool magazine capacity pcs 32

Max. tool (D x L) mm Ø125 x 350 (Ø200 next pocket empty)

Max. tool weight kg 18

A c c u r a c y

Positioning (VDI 3441) ※ mm P=±0.0125 (full travel)

Repeatability (VDI 3441) ※ mm Ps=±0.003 

Ball bar circularity μm 0.02 /φ300 

O t h e r s

Ball bar circularity kVA 50

Air pressure kg/cm² 7

Controller --- FANUC 0i-MD

S TA N DA R D  ACC E S S O R I E S

● Fanuc 0i-MD controller

● Coolant through spindle system

● Air blasé through spindle

● Automatic lubrication device

● Coolant device

● Hydraulic unit

● Automatic tool changer

● Moveable manual pulse generator

● Working light

● 3-color signal lamp

● Twin chip screws on table side

● Caterpillar type chip conveyor & chip cart

● Automatic power-off device

● RS-232 interface

● Heat exchanger

● Pad & adjusting bolt

● Tool kits

● Accuracy report

● Operation manual

● PLC & electrical circuit diagram

O P T I O N A L  ACC E S S O R I E S

●  FANUC 32i-B,31i-B  / Heidenhain  / 

Siemens controller

●  Z=1,200/1,400mm (Spindle nose to table 

surface 200~1,400mm/200~1,600mm) 

(Only for MT23, MT28 and MT33 model)

●  XYZ-axis with linear scale

●  Coolant through spindle

●  Automatic tool measuring system

●  Automatic workpiece measuring system

●  Coolant through tool holder interface

●  Air conditioner for electrical cabinet

●  Side hanging control panel

●  Manual attachment heads (Only for MT23, 

MT28 and MT33 model)

●  Compact type head storage (One 

protection cover with one attachment head) 

(Only for MT23, MT28 and MT33 model)

●  Vertical & horizontal tool changer with 

40/60/90/120 tools (Only for MT23, MT28 

and MT33 model)

●  Enclosure splash guard (without roof)

●  Full enclosure splash guard

S P E C I F I C AT I O N S

AT TAC H M E N T  H E A D S  C H O I C E

D. Continuous Indexing

90°Angle Head

Spindle BT50/660Nm

(Opt.1,500Nm)

B. Auto Attachment Heads C.Unchangeable Attachment Heads

Extension Head

Spindle BT50/660Nm

(Opt.1,500Nm)

Swivel Head (High torque 

mechanical head)

B=2.5°/C=2.5°

Torque 1,000Nm

Five-face Precision 

Milling Head

Spindle BT50/660Nm

Continuous Indexing

B=0.001°/C=0.001°continuous 

indexing

HSK 100A/12,000rpm 

HSK 63A/18,000rpm

HSK 63A/24,000rpm

2-Axis Positioning Head

B=1°(opt. 0.1, 0.01)

C=1°(opt. 0.1, 0.01)

BT50/10,000rpm

High Torque Continuous 

Swiveling Head 

(5-axes continuous)

BT50/3,000rpm/1,000 Nm

A.Manual Attachment Heads

90°Angle Head Swivel Head Extension Head

※without linear scale All sepcifications are subject to change without prior notice.


