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109”
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Spindle
Height

36” (914 mm)
Door Opening

85"
(2159 mm)

135"
(3429 mm)

Max.

Door
Open

3636"
(914 mm)

126" (3200 mm) Max.

55 Gallon (208 L)
Coolant Tank
78" (1981 mm) x
28" (711 mm)

4X Anchor
Kit

89"
(2261 mm)

11"
(279 mm)

4X Leveling Pad Pin Dimension

3-1/2"
(89 mm)

89"
(2261 mm)

Front

Base
Casting

4"
(102 mm)

31" (787 mm)

20"
(508 mm)

10"
(254 mm)

95 Gallon (360 L)
Coolant Tank
78" (1981 mm) x
47" (1194 mm)
Optional

Electrical Connection

Air Connection

1

1

23"
(584 mm)
Other side

78" (1981 mm)

2

2

19" (483 mm)

24"
(610 mm)

Operating Dimensions

2

A 94" (2388 mm) SMTC 24 Optional
B   83" (2108 mm) Auto Door Optional
C   80" (2032 mm) High Intensity Lights Optional

C

B

A

7"
(178 mm)

33”
(838 mm)

VF-2 Anchor Pattern

60"
(1524 mm)

Machine
Front

(4X) 1-1/2 x 8-1/2" DP
((4X) 38 x 216 mm DP)

Φ
Φ

Note:
Foundation must extend
at least 1 ft. (305 mm)
from bored holes.
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25" (635 mm)

12" (305 mm)2X 6"
(152 mm)

Standard: 20 Station Carousel Tool Changer

Option:     24+1 Side Mount Tool Changer
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1.06"
(26.9 mm)

.40" (10 mm)

Detail A (3X)Section A-A (16X)

.95"
(24.1 mm)

Φ.44" (11.2 mm)

VF-2 Table Dimensions

.64" (16.3 mm)

Φ
Φ
.625    .002"

( 15.88   .05 mm)+_
+_ .630"-.635"

(16 mm)

36.00" (914 mm)

4.20" (107 mm)

Detail A

2X 3.39"
(86.1 mm)

25.56" (649.2 mm)

2X 8.00" (203 mm)

2X 2.44"
(62 mm)

2X 4.92"
(125 mm)

CL

2X 6.61"
(167.9 mm)

A A

*14.50"
(368 mm)

*Usable table size

6

5

4

3

2

1

Sheet Metal Enclosure and Table to Exterior Sheet Metal Dimensions

25" (635 mm)

30" (762 mm)

CL

Machine Clearance Heights from the Bottom of the Base Casting

1
2
3
4
5
6

96" (2438 mm) Compressed Cable Carrier
92" (2337 mm) SMTC 24
86" (2184 mm) Spindle Head as Shipped
84" (2134 mm) Z-Axis Motor
82" (2083 mm) Junction Box
75" (1905 mm) Top of Column

48" (1219 mm)

20"
(508 mm)

34"
(864 mm)

71"
(1803 mm)

30"
(762 mm)

CL

12"
(305 mm)

18.5"
(470 mm)
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CL

20"
(508 mm)

Z-Axis
Travel

5.2" (132 mm) Spindle CartridgeΦ

Distance Between Cartridge
and Table at Max. X-Axis
Travel is .4" (10 mm)

14"
(356 mm)

9"
(229 mm)

7.75"
(197 mm)

Programmable
Coolant

Detail A

Top View

4"
(102 mm)

17.5"
(445 mm)

Tool Changer Cover
(Umbrella Type)

A

8.5"
(216 mm)

.15"
(3.8 mm)

40.5"
(1029 mm)

Φ5.2" (132 mm)
Spindle Cartridge

Mill Table (at Home Position)

Size: 36" x 14.5", (914 mm x 368 mm)
Usable Table Size

Travel: 30" x 16", (762 mm x 406 mm)

88" (2235 mm)

3

3

Enclosure Usable Work Space

2X 11"
(279 mm)

CL

CL

36" (914 mm)
Door Opening

14.5"
(368 mm)

CL
20.75" (527.1 mm)

Stowed Position

36" (914 mm)

16"
(406 mm)

7.25" (184.2 mm)

8"
(203 mm)

20 Station Carousel Tool Changer
Front View

Enclosure Work Space

3

1. Table position(s) at max X and Y travels.
2.  Measurements are from the edge of mill table to nearest obstruction

(ie. enclosure, way cover, doors, etc.).
Dimensions are reduced as height above table increases;
ie. Front of enclosure is sloped 5 degrees inward from bottom to top.
Dimensions shown are at table top height.
Table: 14.5" (368 mm) Machined

Notes:

2X 3" (76 mm)

30" (762 mm)

16"
(406 mm)

4

4

24"
(610 mm)

Max. Z-Axis
Clearance
to Table

VF-2 Revision B
Page  3 of 4

August 08, 2012

Note:  Drawing is formatted for 11” x 17”.
Drawing will print to 8.5” x 11”.Haas Technical Publications

Φ25.6" (650 mm)
Tool Changer Cover

(Umbrella Type)



1

2

3

10.1" (257 mm)

20.9"
(531 mm)

24.1" (612 mm)

1. Double Arm drops down 4.5" (114 mm).

2. Double Arm swing diameter.

3. Overall length of arm.

40 Taper 24+1 Side Mount Tool Changer
Double Arm Work Envelope

2.7"
(69 mm)

4.5"
(114 mm)

Tool Gage Line

23"
(584 mm)

Min.

4"
(102 mm)

21"
(533 mm)

Min.

20"
(508 mm)

Z-Axis
Travel

Side Mount Tool
Changer Arm

A

5.2" (132 mm) Spindle CartridgeΦ

Distance Between Cartridge
and Table at Max. X-Axis
Travel is .4" (10 mm)

14"
(356 mm)

9"
(229 mm)

7.75"
(197 mm)

Programmable
Coolant

Detail A

Front View

7.25" (184.2 mm)

8"
(203 mm)

2X 11"
(279 mm)

88" (2235 mm) Enclosure Usable Work Space

24"
(610 mm)

Max. Z-Axis
Clearance
to Table

VF-2 Revision B
Page  4 of 4

August 08, 2012

Note:  Drawing is formatted for 11” x 17”.
Drawing will print to 8.5” x 11”.Haas Technical Publications

Top View


